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1.0 Delivery of the machine

After receiving the machine check:

- the packaging for damage (if there is any damage notify the supplier immediately);
- that everything has been received (see delivery note);

- that all small parts have been unpacked.

2.0 Intended use
- The machine has been designed solely for cutting parts made of wood, plastics,

- non ferrous métais using fretsaw blades with a length of 70 mm.
- Workpieces must be securely mounted and guided before being cut.

- If the'machine is used in any other way it is not in compliance with the intended use.
- The machine may be used, set-up and maintained only by persons who are fully
familiar with it and who have been instructed about the hazards involved.

- The relevant accident prevention regulations as well as all other generally
recognised rules concerning safety and working health must be observed.

3.0 Safety

3.1 General safety information

Keep other people away from the machine. Children must not be allowed to work on
the machine unless properly supervised.

— Do not touch any moving parts with your fingers.

3.2 Commencing operation

— Check that the voltage given on the motor plate corresponds to the voltage of the
power supply.

— Connect dust extractor
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3.3 The user

- In order to avoid the risk of accident when using this machine, read through the
Operating Instructions carefully.

— Never work when under the influence of drugs, alcohol or medication.

- Wear close-fitting clothes and safety goggles.

3.4 Before starting work
— Check that the machine is switched off.
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— Check that the fitted saw blade is suitable for the work.
— Check that all protective fixtures are in position.







